
                        KAPOK 88 Elevator Interior Protection 
 

 

 

 

 

 

 

 

 

 

 
Location of studs/tenax  

or panel joins. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

COLOUR: BEIGE □ BLUE □ GREY □ BROWN □  BLACK □ 

TEMPORARY FLOOR PROTECTION: PREMIUM GRADE □ STANDARD GRADE □ 
 

ADDITIONAL COMMENTS FOR DRAPE DESIGN: (LOCATION OF MIRRORS/GLASS etc) 

 

…………………………………………………………………………………………………………….. 

 
 

JOB NAME: DATE: 

Floor to Stud/Hanger:                                            mm Floor to Ceiling:                                        mm 

A KAPOK No.1 STUD.  

B SUCTION HOOK.  

C KAPOK WIRE HOOK (1,2or3).  

D EXTENDIBLE RAIL.  

E TENAX.  

F MAGNETS.   

mm 

mm 

PLAN VIEW 

             mm                mm 

mm 

mm 

 mm 
 

COP 

...if COP on RH wall 
...if COP on LH wall mm 

mm 

FIXING TYPES: 

PLEASE TICK APPROPRIATE BOX 


